
Class (TD) is dragsters and open-bodied altered-type vehicles 
only. NHRA Chassis certifi cation is mandatory on all vehicles. 
The fi eld qualifi es by a dial-in e.t. format and ran on a sportsmab 
ladder. Minimum dial-in is 4.9 seconds and maximum dial-in is 
3.66 seconds in the 1/8 mile competition, breakout rules ap-
ply. Lane choice is awarded to higer qualifi ed car and the fast-
er car in the previous round of competition there after. Class 
will be ran on a .500 Full Tree with crosstalk.

Designation: TD followed by the car number. Numbers must 
be at least 4 inches in height and visible from both sides of 
the vehicle. 

Weight Minimums (including the driver and directly after 
the run): 
Four (4) cyclinder and Six (6) cylinder (Dragster or Altered):
 Naturally aspirated: 1,400 lbs.
 Nitrous: 1,500 lbs.
 Supercharged or Turbocharged: 1,600 lbs.
Eight (8) cylinder Small Block 

Naturally aspirated: 1,450 lbs.
 Nitrous: 1,550 lbs.
 Supercharged or Turbocharged: 1,650 lbs.
Eight (8) cylinder Big Block

Naturally aspirated: 1,500 lbs.
 Nitrous: 1,700 lbs.
 Supercharged or Turbocharged: 1,800 lbs.

Requirements & Specifi cations 
Driver

Credentials:
License: IHRA OR NHRA Competition License   

 Medical: Physical Records Manditory
Helmet: Full face helmet is manditory on all competitors. SN,-
SA or M-2010, or newer or SFI 31.1 or 41.1. General Regu-
lations
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Protective Clothing:Mandatory, drivers suit meeting SFI 
3.2A/15, gloves and shoes (boots) meeting 3.3/5 and SFI 3.3 
neck collar. Front engine Supercharged enteries and Turbo-
charged entries driver suit meeting  SFI 3.2A/20, gloves meet-
ing SFI 3.3/15, shoes (boots) meeting SFI 3.3/15. General 
Regulations
Neck Collar/Head and Neck Restraint Device/System: 
Manditory, SFI 38.1 for all entries and exhibit a valid SFI 
label. Which must to be worn properly, as per the manufac-
turer’s design/specifi cations, at all times when between the 
ready line and the return road. Which can be used with or 
withour a neck collar. If a neck collar is not used then an SFI 
3.3 head sock or SFI Spec 3.3 shirted helmet is required.
Prohibited, modifi cations of the device.
General Regulations
Driver Restraint System: SFI Spec 16.1 or 16.5 manditory 
update every 2 year from date of manufacture. Front engine 
supercharged methanol-burning open-bodied vehicles must 
be covered with a fi re-resistent covering.

Chassis
Chassis: All vehicles must use an NHRA serialized sticker 
attacked to the frame for the E.T. class participating in. Rear 
engine Dragsters must meeting SFI 2.1, 2.3 MN, 2.5B, or 
2.7B. Front engine dragsters must meet SFI spec 2.2B, 2.4B, 
or 2.6. Altereds must meet SFT Spec 10.1E, 10.2, or 10.3. All 
side-steer altereds must meet the requirements of SFI 10.4 
for the E.T. Class prior to competition.
Ballast: 
Permitted: 250 lbs. maximum
Removable: 100 lbs maximum
Ground Clearance: Minimum 3 inches required from the front 
of the car to 12 inches behind the axle centerline, 2 inches for 
the remainder of the car except for the oil pan and exhausts 
headers.
Wheelbase: Minimum 150 inches to an 300 inches maximum 
for rear engine or rear engine dragsters. Minimum 120 inches 
to a maximum of 150 inches for Altered. Two (2) inch variation 
from left to right.
Roll-Cage Padding: Manditory: meeting SFI 45.1.
Upholstery:
Optional. General Regulations
Parachute: Required. Vehicles running in excess of 200 mph 
must use dual parachutes with two (2) separare shroud line 
mounting points using sleeved 1/2 inch bolts. Safety pins 
must be fl agged.
Defl ector Plate: Mandatory, for rear engine vehicles between 
driver compart-ment roll cage and the engine. Minimum thick-
ness :. 0.060-inch for steel or 0.125-inch aluminum.
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Airfoil: Prohibited, movement or ability to adjust during the 
run. Any part of the canard type devices be within six (6) 
inches of the rear tire. Permitted: Canard type side mount-
ed devices. Mandatory, on all vehicles that exceed 200 mph. 
Rear wing of between 360 square inches (minimum) to 750 
square inches(maximum) and a minimum height of 55 inch-
es (measured from the tailing edge to the ground, vertically). 
Spill plates straight, parallel, and measure 50 square inches 
(minimum). Leading edge of the wing can be a maximum of 
ten (10) inches forward of the centerline of the rear axle. 
Must be positive locking to prevent movement. 

Body
Body: A carbon fi ber, fi berglass, or metal constructed body 
must extend forward to the fi rewall. Mandatory, crossmenber 
and subfl oor are mandatory if the dirver’s body contacts the 
belly pan. Maximum of a 30 overhang from the forwardmost 
part of the body to the center of the front spindle. The driver’s 
compartment must be designed in a manner that no part of 
the drivers body contacts the track surface, exhaust, or wheel 
assemblies. Altereds must us a pre-1949 roadster (reproduc-
tion).
Firewall: Required. Each vehicle in in competition must be 
equipped with minimum 0.024-inch steel or 0.032-inch alumi-
num fi rewall.
Floor: Minimum 0.025-inch steel welded in on driver’s side 
fi rewall to rear crossmember. Remainder 0.032 aluminum, 
0.024-inch steel, or ADRL-accepted carbon fi ber.
Hood Scoop: Maximum height of 15 inches. Measured from 
the mounting surface to the top. 

Driveline
Driveline: Two (2) driveshaft loops are required within six (6) 
inches of the universal joints and cover the shaft 360o  for a 
minimum of 12 inches. Tubing minimum thickness is 0.050 
chromoly or titanium. Mounting of the driveline loop must be 
in at least four (4) mounting points or welded to the chas-
sis. Mounting bolts must be at least 5/16 SAE. Mounting pins  
(push/pull) must be a minimum of 1/4 inch. General Regula-
tions
Flexplate: Mandatory, SFI 29.1 automatic transmission fl ex-
plate
Clutch, Flywheel, Flywheel Sheild: Mandatory, Flywheel 
and Clutch SFI Spec 1.1, 1.2, 1.3, 1.4, or 1.5. Mandatory, Fly-
wheel shield SFI Spec 6.1, 6.2, or 6.3 on clutch-equiped ve-
hicles. See appropriate SFI Specifi cation for motor plate and 
bolting requirement.
Transmission: Any transmission may be used; however, ve-
hicle musst employ positive system to disengage from fi nal 
drive. All automatic transmissions must have a neutral safety 
start switch and reverse lockout device. All pressurized units
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must utilize fl exible hoses pressure tested to 300 psi and be 
clearly labeled as passing the testing processor steel lines 
and AN fi ttings to connect with accessory cooler. A minimum 
one (1) pint capacity is manadatory.
A minimum 1/8-inch pipe connection using high-pressure line 
vent to over-fl ow tank (minimum one (1) pint capacity) is ma-
nadatory.
Clutchless transmissions are limited to fi ve (5) forward gears; 
aftermarket planetary limited to three forward gears. 
Transmisson Shield: Mandatory, one (1) piece transmission 
shield meeting SFI Spec 4.1for all entries.
Rear End: Aftermarket axles required with axle retension de-
vice. Welded spider gears prohibited. Stud bolts must be 5/8 
inch minimum.
Wheels: Each vehicle in competition must be equipped with 
automotive-type wheels, designed for racing. SFI Spec 15.1 
rear wheels with beadlocks or liners mandatory on any vehi-
cle that runs 6.50 seconds and quicker or 210 mph and faster. 
Permitted, Automotive type wire wheels on dragster front axle 
(vehicles under 1800 lbs).
Prohibited, front wheel fairings
Tires: Must be automotive type and designed for racing. Min-
imum of a thirteen (13) inch front tires.

Brakes and Suspension
Steering: If removable steering wheel is used, an SFI Spec 
42.1 commercially available quick-disconnect steering wheel 
adapter is mandatory. Shaft must connect with the steering 
box and prevent injury to driver in case of a frontal impact. 
Brakes: Mandatory, two (2) rear wheel hydraulic brakes, with 
steel brake lines. Hand brake (if equipped) must be located 
inside the drivers compartment. General Regulations
Suspension: Permitted:Rigid-mounted rear axles and rig-
id-mounted front axles for 120 inch plus wheelbase. An oil 
pan protection device must be present incase of tire failure or 
excessive frame fl ex.
Pinion Support: Mandatory, anti-rotation device attached 
directly from the frame (crossmember) to the axle or pinion 
housing  to prevent rotation in unsuspended rear ends.
Wheelie Bars: Permitted. Wheels must be nonmetallic. 

Engine
Engine: Any internal combustion engine allowed with any 
modifi cations. Only one engine may be used. No cubic-inch 
limited. Harmonic balancer meeting SFI Spec 18.1 mandato-
ry. 
Starter: All entries must be self-starting with an onboard start-
er and battery.
Valve Covers: Cast or Fabricated metal valve covers, using 
all attachment bolt holes, mandatory on supercharged or tur
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percharged vehicles. Permitted, screw type, roots type, and 
high-helix roots type superchargers. Screw type supercharg-
ers must be SFI Spec 34.1 and inspected every three (3) 
years by the manufacturer.  Belt guard shielding all fuel and 
oil lines is mandatory. Aluminum studs for the manifold to su-
percharger is mandatory. Manifold burst panel meet SFI Spec 
23.1 in addition to the burst panel in the supercharger. Front 
engine dragster must use an SFI Spec14.2 or 14.3 restrain, 
Rear engine dragsters must use SFI Spec 14.1, 14.2, 14.3 su-
percharger restraints. All supercharged dragsters must use a 
torque converter assisted transmission. General Regulations
Turbocharger: Prohibited, the use of Nitrous Oxide on turbo-
charged vehicles. Permitted, the use of single or dual turbo-
chargers. This combination will utilize supercharged weight 
minimums.
Carburetors/Induction System: Mandatory, two (2) return 
springs. Permitted, Caburetors, fuel injection, and electronic 
fuel injection. Prohibited, throttle stops.
Fuel: Permitted,Racing gasoline, gasoline, alcohol, gasohol, 
ethanol, and diesel. Permitted, competition exhaust systems. 
Exhaust gases must be directed out of the vehicle body, rear-
ward, away from driver and fuel tank. If zoomies are used they 
must be turnedupward a minimum of three (3) degrees.
Exhaust System:
Oil Lines: All oil lines must pass a minimum pressure test 
and be clearly labeled as passing the test. Minimum test stan-
dards are 300 psi for 30 seconds for lines 30 psi and lower. 
Oil-Retention Device: All vehicles an ADRL accepted lower 
engine oil-retention device; may use a belly pan instead of a 
device to the engine. A nonfl ammable, oil-absorbent liner is 
mandatory inside the retension device. Pan must run from in 
front of the motor plate to in front of the rear motor plate and 
from framerail to framerail. All belly pans must have a two (2) 
inch high lip on all sides. Vehicle without a front motor plate, 
the pan must run from in front of the harmonic balancer to the 
front of the rear motor plate and framerail to framerail. Gen-
eral Regulations
Fuel System: If the fuel tank/cell is mounted in the rear of 
the vehicle, it must be vented outside the vehicle body and 
equipped with at fl ash shield to isolate the fuel system from 
the drivers compartment. If the fuel tank/cell is mounted in the 
front of the vehicle, the fuel system must be mounted between 
the framerails and enclosed in a round tube frame,minimum 1 
1/4 O.D. x 0.065 chromoly or 0.118 mild steel tubing. No part 
of the fuel system can be mounted to the fi rewall or in the
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fl ywheel/ fl explate area. On vehicles confi gured with the fuel 
tank in the front and rear engine, all fuel lines must be isolated 
from the drivers compartment with the use of steel breaded 
lines or subfl oor.
Throttle Stop: Prohibited, are the used of throttle stops, stut-
ter boxes, etc that control the engine rpm downtrack. Throttle 
Stop device can be present on vehicle but must me discon-
nected from all controls. Throttle Stop device are defi ned as 
mechanical, electronic, or pnuematic.
Liquid Overfl ow: Mandatory, minimum of a one (1) pint fl uid 
containment capacity for coolant overfl ow. General Regula-
tions

Electrical
Master Cutoff: Mandatory, external electrical cutoff switch. if 
the external cutoff switch (push/pull), the (push) position must 
be to disconnect the electrical system. The off position must 
be clearly displayed on the vehicle. General Regulations
Batteries: All batteries must be securely mounted. General 
Regulations Delay Box/Device: Permitted,  General Regu-
lations
Taillights: Mandatory, a two (2) inch taillight.Prohibited, fl ash-
ing, blinking, or strobe lights. General Regulations 
Ignition: Permitted, starting line and/or hi-rev limiters. All wir-
ing must be clearly visible and able to be traced. 
Prohibited, altering of aftermarket electronic ignition devices 
other than from factory specifi cations and/or intended use.

Miscellaneous
Fire Extinguisher System:
Mandatory on all vehicles. Minimum requirement of a fi ve (5) 
lbs ADRL approved system. Minimum requirement of a twenty 
(20) lbs ADRL approved system for all supercharged metha-
nol-burning vehicles. The system must be divided in one an 
manner that at least one (1) nozzle is directed into the drivers 
compartment and at least one (1) nozzle is directed in the 
engine compartment.  General Regulations
Tow Vehicles:
Permitted, golf cart, three (3) wheeled, four (4) wheeled, ATV/
Quadrunner style tow vehicles 
Prohibited, full size tow vehicle. 
Data Recorder:
Permitted, Data Recorders may be used for the collection of 
data only and must be activiated by a seperate switch. View-
ing of the data must only be available after the pass is com-
plete. 
Prohibited, using the data collection system to perform any 
active function during the pass. Engaging the data recording 
device by clutch, throttle, brake, etc. 
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